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Grain Size Analysis (Pipette Method)
Make: LabTek

Model: SUN-SL-039

Origin: India

Standards: IS 2720 (PART IV) AND BS 1377:2.
This is for the determination of the sub sieve particle distribution in a soil sample by mechanical analysis. 
An analAn analysis of this kind expresses quantity the proportions by weight of the various sizes of particles 
present in the soil. It is recommended as a standard procedure to use dispersion agent to avoid flocculation. 
The apparatus consists of a sliding panel which moves up and down by means of a screw allowing Anderson 
pipette fixed to it to be raised or lowered vertically. A sedimentation tube is held by a laboratory clamp 
provided on the stand below the pipette. The depth of immersion is measured by a scale graduated in mm 
at the side of the sliding panel. Supplied complete with Anderson pipette 10ml. At the side capacity made
 f from glass, and a sedimentation tube also of glass of 500ml capacity and 50nos. Test form pads.
Accessories & Spares: (on extra cost)
 Sedimentation Pipette (Anderson pipette) 25ml.
 Sedimentation tube 100ml
 Sedimentation pipette 10ml
 Sedimentation tube 500ml
 Test forms pad of 50

Particle size analysis set: NF method
Make: LabTek

Model: SUN-SL-038

Origin: India

Standards: ASTM D 422 AASHTO T 88, BS 1377-2.
Specification: This equipment is used to determine the quantitative size distribution 
oof very fine particle in soils such as clay and silt.
The complete set comprises:
Sedimentation Cylinder, 1000 ml capacity (6pieces) with rubber bungs. Soil Hydrometer, 
151H, range 0.995 to 1.038g/ml with div. 0.001. Glass Tank, dimensions: 600x300x380 mm
Heater complete with thermostat, circulation unit. 230V Single Phase 50Hz 1000W
Glass Thermometer, range -10 to 50° C., Sub-div. 0.5° C.
Beaker, Borosilicate Glass, 250 ml capacity
Sodium HSodium Hexametaphosphate, 1000 g
High Speed Stirrer, 4000 R.P.M, complete with baffle cup, for dispersing soilparticles in water

Particle size analysis set: hydrometer method
Make: LabTek

Model: SUN-SL-037

Origin: India

Standards: ASTM D 422 AASHTO T 88, BS 1377-2.
Used for determining the particle size distribution of very fine materials such 
as silt and as silt and clay.
The set include the following items:
Hydrometer jar, 2500 ml cap., graduated at 500, 1500 and 2000 ml. 2 pieces
Soil hydrometer from 0.995 to 1.030 g/ml.
Hand stirrer
Glass thermometer 0 to 50°C, div. 0.5°C
High speed stirrer with cup and baffle. 230 V, 50-60 Hz, 1 ph.
Sodium Sodium exametaphosphate , 1000 g bottleAll above items can be purchased
 individually.

Soil Testing Equipment

Soil Hydrometer
Make: LabTek

Model: SUN-SL-040

Origin: India

Range 0.995 - 1.038 g/ml, div. 0.001 - 151 H

Range 0.995 - 1.030 g/ml - BS 1377 - long stem

RRange 1.000 to 1.200 g/ml for additives

Range 1200 to 1300 g/ml for aggregates. EN 1367-2


